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NOTES

FOAM JOINTS SHALL BE INSTALLED AS PER MANUFACTURER’'S RECOMMENDATIONS.
FOR FOAM JOINTS, SEE SPECIAL PROVISIONS.

THE INSTALLED FOAM JOINTS SHALL BE WATER TIGHT.

THE FOAM JOINTS SHALL MEET THE MANUFACTURER’'S RECOMMENDATION FOR THE
SIZE OF OPENING ON THE PLANS, AND ACCOMMODATE THE MINIMUM EXPANSION
SHOWN ON THE PLANS.

THE CONTRACTOR WILL NOT BE PERMITTED TO FORM THE JOINTS IN LIEU OF
SAWING THE JOINT.

NOMINAL UNCOMPRESSED SEAL WIDTH OF FOAM JOINT SEAL SHALL BE 2~

CONTRACTOR SHALL FIELD VERIFY THE EXISTING JOINT OPENING PRIOR TO
ORDERING JOINT SEAL MATERIAL. IF ACTUAL JOINT OPENING VARIES FROM
OPENING INDICATED IN DETAIL BY MORE THAN '/, NOTIFY ENGINEER. REVISION
TO THE JOINT SEAL SIZE MIGHT BE NECESSARY.

S /2”@ 60°

N 24" @ 90° _

g ——

E—

]

\e)

'/4" BEVEL AS SHOWN

»

———

_SAWED OPENING FOR FOAM JT.

.

<%§; //—I”MIN.PPC OVERLAY

EXISTING

| !
| =
\\\\ - STAY-IN
-1 C PLACE FORMS
N Y S— \ (TYP.)
/ | - TOP OF
DIAPHRAGM PRESTRESSED
(TYP.) N GIRDER
\ (TYP.)
EXISTING JT. _
PROPOSED FOAM JOINT SEAL

L—-RADIUS OF SAW BLADE

BOTTOM OF SEAL

SECTION C-C

PROJECT No.__ 15BPR.13
DAVIE COUNTY
BRIDGE NO. 63

STATE OF NORTH CAROLINA

DEPARTMENT OF TRANSPORTATION

RALEIGH

DocuSigned by:
[:E%k4444va P. Sedai

EAGF7941 503?\%;"""""’
o™ K
O Q;\“ ¢ ARO( /4 ""'

LX)
oooooo
.

2k JOINT DETAILS

7/25/2018

REVISIONS SHEET NO.
DOCUMENT NOT CONSIDERED NO. BY: DATE: NO BY: DATE: 3;3
FINAL UNLESS ALL 19 3 Jeks
SIGNATURES COMPLETED [2 4l 38

25-JUL-2018 10:57

X:\15BPR18\Structures\Plans\401_015_15BPR18_SMU_JT_S08_.290063.dgn



		2018-07-25T08:41:16-0700
	DocuSign, Inc.
	Digitally verifiable PDF exported from www.docusign.com




